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DVGW type examination certificate
DVGW-Baumusterpriifzertifikat

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product description
Produktbezeichnung

Model
Modell

Test reports
Priifberichte

Test basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / Aktenzeichen

18.02.2026 Swd A-1/2

products of water supply
Produkte der Wasserversorgung

Y. Stern Engineering (1989) Ltd.
15 Gan Rave Blvd, IL-8122214 Yavne

Y. Stern Engineering (1989) Ltd.
15 Gan Rave Bivd, IL-8122214 Yavne

e
DVGW

CERT

DW-6514DQ0727

Registration Number
Registriemnummer

Sanitary tapware: electronic opening and closing sanitary tapware (6514)

Electronic opening and closing sanitary tapware

Smart 1000# AB1953

Type testing: 2-0180/24 from 14.11.2025 (TZW)

DIN EN 15091 (01.03.2014)
DVGW CERT ZP 6500 (04.10.2021)
DVGW CERT ZP 50799 (28.08.2025)

14.11.2030 / 24-0311-WNE

;A 2O A

Date, lssued by, Sheet, Head of Cerlification Body
Datum, Bearbeiler, Biall, Leiler der Zerlifizierungsstelle

( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-00

DVGW CERT GmbH
Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49 228 9188-888
info@dvgw-cert.com
www.dvgw-cert.com
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DW-6514DQ0727

Type
Typ

Technical Data
Technische Daten

Remarks
Bemerkungen

Smart 1000 # AB1953

Smart 1000 L # AB1953

Smart 1000 Plus # AB1953

Smart 1000 Plus L # AB1953

Trendy 1000 # AB1953

Trendy 1000 L # AB1953

Trendy 1000 Plus # AB1953

Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10

Trendy 1000 Plus L # AB1953 Noise emission class: |

Elite 1000 # AB1953

Type of construction: Basin mixer
Pressure rating: PN 10
Noise emission class: |
Type of construction: Basin mixer
Pressure rating: PN 10

outlet depth: 82 mm:; outlet height:
100 mm

outlet depth: 112 mm; outlet
height: 100 mm

outlet depth: 82 mm:; outlet height:
292 mm

outlet depth: 112 mm:; outlet
height: 292 mm

outlet depth: 93 mm; outlet height:
92 mm

outlet depth: 113 mm; outlet
height: 92 mm

outlet depth: 93 mm; outlet height:
290 mm

outlet depth: 113 mm; outlet
height: 290 mm

outlet depth: 110 mm; outlet
height: 98 mm

Type Variation Explanations
Ausfiihrungsvariante Erlduterungen
xxxx B xooo 9V Battery

xxxx E xooo 9V Transformer

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Suitability for drinking water hygiene is verified with a “Hygiene confirmation of conformity” in accordance with the currently

valid legal basis.




